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A Novel Low-Profile Broadband Dual-Frequency
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Abstract—A new low-profile broadband dual-frequency planar
antenna is developed for wireless handsets. The dual-frequency an-
tenna consists of a two-strip monopole for the 2-GHz band and
a planar monopole for the 5-GHz band. The developed antenna
features a low profile due to the introduction of an S-strip and a
T-strip which are separately printed on the two sides of a thin sub-
strate (no via process is involved in the fabrication), forming the
two-strip monopole. The bandwidth of the dual-frequency planar
antenna is enhanced by taking advantage of the two-strip config-
uration and the mutual coupling between the planar monopole
and the two-strip monopole. The dual-frequency planar antenna
achieves a bandwidth of ~ % at the 2-GHz band (1.6-2.3 GHz)
and ~ 9% at the 5-GHz band (5.0-5.9 GHz) with an antenna
height of 7-8 mm, which may find applications in mobile/wireless
communication devices. A theoretical analysis and verifying exper-
imental results are presented.

Index Terms—Broadband antenna, dual-frequency antenna,
low-profile antenna, monopole, two-strip, wireless applications.

I. INTRODUCTION

OR applications concerning portable wireless communica-
tion devices, such as mobile phone handsets or notebook
computers, antennas with low-profile planar structures are es-
sential for low-cost manufacturing and high integrability with
printed circuit boards (PCB). On the other hand, the requirement
for a dual-frequency operation has become a common sense for
accommodating multifunctional services, such as voice, video,
and data transmissions [e.g., for voice-over IP (MolP) cellular
phones]. To cover the DCS-1800 (DCS 1710-1880 MHz), PHS-
1900 (1895-1918 MHz), PCS-1900 (1850-1990 MHz), IMT-
2000/UMTS (1885-2200 MHz) for mobile communications,
and the 5-GHz UNII band for wireless LANSs (5.15-5.875 GHz),
a dual-frequency antenna with a bandwidth of ~30% at the
2-GHz band and a bandwidth of ~15% at the 5-GHz band is
required.
In recent years, a lot of low-profile dual-frequency antennas
have been developed for wireless applications [1]-[6]. Unfor-
tunately, these dual-frequency antennas have a much narrower
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bandwidth at the lower-frequency band than that at the higher-
frequency band. Theoretically, it is more difficult to achieve a
broad bandwidth at a lower-frequency band than at a higher-fre-
quency band due to the electrically smaller antenna size at a
lower frequency for the same physical size. A lot of efforts have
been made to increase the impedance bandwidth while main-
taining a low antenna profile [7]-[11]. However, most of the
techniques for bandwidth enhancement involve shorting metal
walls and require a considerable antenna thickness, thus un-
suitable for a fully photolithographic fabrication process. It is
known that electromagnetic coupling and two-strip configura-
tions are two effective methods for increasing the bandwidth of
a compact antenna structure [12]-[14]. In this paper, we com-
bine a two-strip monopole and a planar monopole onto a very
thin substrate (10 mils) to achieve a broadband dual-frequency
operation. The two-strip monopole is designed to operate at
the 2-GHz band while the planar monopole is added for the
5-GHz band operation. The mutual coupling between the two-
strip monopole and the planar monopole helps in the bandwidth
enhancement for both bands. There is no shorting via involved
in the antenna structure. The configuration and performance of
the dual-frequency planar antenna is described in Section Il. A
simple analysis is made in Section I11. Experimental results are
presented in Section IV.

Il. ANTENNA CONFIGURATION AND PERFORMANCE

The configuration of the dual-frequency planar antenna is il-
lustrated in Fig. 1. The design of the antenna is based on an
RT/Duroid 5880 planar substrate that has a dielectric constant
of e, = 2.2 and a thickness of t = 10 mils (0.254 mm). The
dual-frequency antenna consists of a two-strip monopole for the
2-GHz band and a planar monopole for the 5-GHz band. The
two-strip monopole is formed by an S-strip and a T-strip. The
planar monopole and the T-strip are printed on the front side of
the Duroid substrate and fed by a 50-€2 microstrip line while the
S-strip is etched on the backside of the substrate and terminated
at a ground plane (its length = L, and width = W,). The
upper section (its width = W and its height = Hr) of the
T-strip is fitted (leaving a space of w,) into an area surrounded
by the upper section (its width = Wyg) of the S-strip (its strip
width = wyg) while the lower section of the T-strip overlaps
with the lower section of the S-strip, forming a two-strip line.
The width of the two-strip line is equal to the width (w¢) of the
50-Q2 microstrip line. The total height of the dual-frequency an-
tenna is equal to the height (H) of the two-strip monopole. The
planar monopole is equally divided into a wider upper part (its
width = Wy and its height = H/2) and a narrower lower part
(its width = Wy, and its height = H/2) that is connected to
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Fig. 1. Geometry of the dual-frequency planar antenna which consists of a two-
strip monopole for the 2-GHz band and a planar monopole for the 5-GHz band.

the 50-Q microstrip line through a narrower microstrip line (its
width = w, and its length is equal to the total width (W ,) of the
planar monopole). The total width (W) of the dual-frequency an-
tenna is equal to the sum of the widths of the two-strip monopole
(Ws) and the planar monopole (Wp), i.e,, W = Wg + Wp.
There is no direct electrical connection (e.g., by a shorting via)
between the front side and the backside.

The feeding point is set up at the center of the ground plane.
This setup is completely for the purpose of accurate measure-
ment. If the feeding point were set up at the end of the ground
plane, a coaxial cable connected for the measurement would
change the antenna performance since the outer conductor of
the coaxial cable serves as a part of the ground plane. The mea-
sured results would depend on the experimental setup, such as
the size and/or the orientation of the coaxial cable.

The dual-frequency planar antenna was simulated using the
transmission line matrix (TLM) based design tool-MicroStripes
7.0. In the simulation, a voltage gap feed was used. We began
the design of the dual-frequency antenna with the two-strip
monopole which was adjusted to have good impedance
matching around 2 GHz. The resonant frequency at the lower
frequency band can be adjusted by changing the width (Ws)
of the two-strip monopole. A planar monopole is added to the
two-strip monopole to achieve impedance matching around 5
GHz. The height (H) of the dual-frequency antenna determines
the impedance matching and the resonant frequency at the
higher frequency band. Fig. 2 shows the results for return
loss of the two-strip monopole and the planar monopole when
they operate separately (see the inset of the figure). Good
impedance matching is observed at 2 GHz for the two-strip
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Fig. 2. Comparison of the return loss between the two-strip monopole for the
2-GHz band and the planar monopole for the 5-GHz band (the geometric pa-
rameters used are listed in Table I).

TABLE |
OPTIMIZED VALUES FOR THE GEOMETRIC PARAMETERS OF THE
DUAL-FREQUENCY PLANAR ANTENNA

H | 8 mm (6,7, and 8 mm in | wg 0.5 mm
Fig. 4)

W 19 mm W, 1.5 mm

Hr 4.25 mm We 0.25 mm

Wr 17 mm W 0.75 mm

Wp 4 mm t 0.254 mm

Wy 3.5mm Lg | 60 mm (50, 60, and 70
mm in Fig. 5)

Wi I mm W, | 23 mm (30 mm in Fig. 6,
35 and 40 mm in Fig. 7)

monopole and at 5 GHz for the planar monopole. Note that
the bandwidths at the 2-GHz band and at the 5-GHz band are
not satisfactory and require further enhancement. To realize
the dual-frequency operation, we feed the two-strip monopole
and the planar monopole simultaneously with the same 50-2
microstrip line. To make the dual-frequency antenna have good
impedance matching and sufficient bandwidths at the 2-GHz
and 5-GHz bands, the geometric parameters of the antenna,
such as H, Wg, Ht, W, Wp, Wy, Wy, we, and w,, need to
be optimized. The optimization design was carried out with
the help of an extensive numerical simulation. The optimized
values for the geometric parameters are listed in Table I. In the
rest of the paper, all geometric parameters assume the values
in this table unless they are given specifically. Fig. 3 shows
the result of return loss for the optimal dual-frequency planar
antenna. It is found that the bandwidths (for return loss > 10
dB) at the 2-GHz and 5-GHz bands are 35% (1.58-2.27 GHz)
and 15% (4.98-5.75 GHz), respectively. Note that there is
a resonance between 3 and 4 GHz (called the 3-GHz band),
which is due to the second-order mode of the antenna. The total
height and width of the antenna are H = 8.0 mm and W = 23
mm, respectively. This result was cross-checked by using the
MoM (Method of Moment) based IE3D. Good agreement is
observed between the results obtained using MicroStripes and
IE3D.

To cover the whole 5-GHz UNII band (i.e., 5.15-5.875 GHz),
the frequency band at the 5-GHz band needs a slight adjust-
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Fig. 3. Return loss of the dual-frequency planar antenna simulated using Mi-
croStripes and IE3D (the geometric parameters used in the simulations are listed
in Table ).
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Fig. 4. Return loss of the dual-frequency planar antenna at different antenna
heights ( , 7, and 8 mm).

ment. This can be done by slightly reducing the height (H) of
the antenna while keeping all other geometric parameters un-
changed (except for Ht). Fig. 4 displays the return loss at dif-
ferent antenna heights (H = 6, 7, and 8 mm). It is seen that
as the height decreases, the frequency band shifts up while the
level of return loss decreases. As H = 7 mm, the frequency band
(5.05-6.0 GHz) at the 5-GH band completely covers the entire
5-GHz UNII band while the return loss still keeps almost higher
than 10 dB. The effect of the length (L) of the ground plane on
the return loss of the dual-frequency antenna is demonstrated in
Fig. 5, where L, was changed from L, = 50 mmto L, = 70
mm. It is observed that there is an optimum value for L, where
the dual-frequency antenna has the best performance for return
loss at the 2-GHz band. The reason for the length dependence
is that the ground plane also serves as a part of the radiating el-
ement. (It is noticed that the length L, has little effect on the re-
turn loss at the 5-GHz band.) The optimum value for L is found
to be around 60 mm (at which the ground plane with the S-strip
and the T-strip probably becomes resonant around 2 GHz).

In practice, the width of a wireless handset may be larger than
the total width of the antenna (i.e., W = 23 mm). Therefore,
the influence of the position and the width (W) of the ground
plane should be investigated. The impedance matching of the
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Fig. 5. Effectofthelength . of ground plane on the return loss of the dual-
frequency planar antenna, where , was changed from mmto
mm. The optimized value for , is mm.

Fig. 6. Effect on the impedance matching of the position of the antenna
mounted on the ground plane with a width of mm.

dual-frequency planar antenna depends on not only the width of
the ground plane but also the position of the antenna mounted
on the ground plane. Fig. 6 shows the effect of the antenna posi-
tion on the impedance matching of the dual-frequency antenna,
where the width of the ground plane is fixed at W, = 30 mm.
It is observed that as the ground plane extends on the side of the
planar monopole for the 5-GHz band, the level of return loss
at the 5-GHz band decreases. As the ground plane moves to-
ward the side of the two-strip monopole for the 2-GHz band,
the level of return loss at the 2-GHz band decreases while it
increases at the 5-GHz band. The levels of return loss at both
the 2-GHz band and the 5-GHz band are higher than 10 dB for
W, = 30 mm when the antenna is mounted on the left side of
the ground plane. As W, further increases (e.g., from W, = 30
mm to W, = 35 or 40 mm) (while the antenna is still fixed
at the left side of the ground plane), the level of return loss at
the 2-GHz band becomes lower than 10 dB. There is no sig-
nificant change at the 5-GHz band. Fig. 7 shows that the levels
of return loss at the 2-GHz band are about 8 dB and 7 dB for
W, = 35 and 40 mm, respectively. The return loss level can
be increased by etching out a small part of ground plane on the
side of the two-strip monopole. Fig. 7 also shows that the level
of return loss at the 2-GHz band becomes higher than 10 dB
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